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"May you be blessed by the Lord, 
who made heaven and earth." 

Psalm 115:15 

EXPRESSIONS GREETINGS, LTD 
Lancaster, PA 17603 
Made in U.S. A. @ 

SPCN-490194-5769 
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Home Office: 
(209) 874-2562 

THE OIL REFINER 
AND 
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President 

12337 Delaware Rd. 
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Innovation Expo '96 
"Most Innovative 

Manufacturer of 

The Oil Refiner and Franco Products 

12337 Delaware Road 

Hickman, California 95323 
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The Oil Refiner 
by John Frantz- 

Wins Award 
at the 

Tenth Annual Innovation Expo 
in Modesto, California 
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The Oil Refiner 
By John Frantz— Patent No. 4,853,120 

This miracle Oil Refiner is not only excellent in 
efficiency but is also beautiful in appearance. 

No photograph or diagram does it justice in appearance. The canister that holds 
the cartridge roll is made of highly polished stainless steel and looks like a 
chrome finish. Stainless steel is needful because the cartridge roll inside will 
absorb at least ten ounces of water condensation that forms in the crankcase 
during short runs and in cold weather. Moisture causes ordinary steel to rust the 
inside of the canister, causing it to become rough. This stainless steel canister has 
a built-in oil cooler in the center core that has aluminum fins and a bright blue 
hand knob. The lower support bracket is powder coated a bright safety orange, 
which also helps make this unit exceedingly attractive. When the correct 
cartridge is used and changed correctly from the top side of the engine, there is 
never any oil spillage. 

Now is the opportune time to end oil drains 
and help.keep our environment pollution free! 



Frantz MiradéProdüct;Ihc. 
12337 Delaware Road 
Hickman CA 95323 
(209) 874-2562 

Facts Everyone Needs to Know 

Oil does not wear out. Any oil company in the world will 
verify this. During use, oil becomes contaminated with dirt, carbon, 
and moisture. The stock oil filter on your vehicle has a very limited 
ability to remove the dirt and carbon and no ability to remove the 
moisture. Moisture is the necessary ingredient for the formation of 
corrosive acids. 

The average stock "full-flow" oil filter that came with your 
vehicle will remove only abrasive particles of 30 to 40 microns in 
size. Only particles one micron in size are considered non-abrasive 
in a combustion engine's oil. The new Oil Refiner will remove 
particulate matter down to one-tenth of one micron. The Oil 
Refiner will remove 100 percent of the moisture from your oil and 
eliminate the formation of corrosive acids entirely. Result: This 
Refiner will keep analytically clean oil in your engine 100 percent of 
the time—years of trouble-free engine life without any messy oil 
changes. Without the Oil Refiner, you are running dirty oil 100 
percent of the time. 

Two billion gallons of oil are drained and disposed of at the 
owners' expense (25-30c,  per gallon). Five to six of these drains 
will pay for a complete Oil Refiner. Any woman or man can easily 
change our 50 cartridge in a few minutes without crawling under 
the car—no need to ever drain oil again. Clean, used oil is better 
than new oil. 



Answers to 

Frequently-Asked Questions 
about the Oil Refiner 

	

. 	Why should I bother to read all the facts about the new, improved Oil Refiner? 

	

A. 	To put it simply, the Oil Refiner saves you money and engine repairs, and it gives a more 
efficiently running engine. 

	

Q. 	Why do auto manufacturers specify that I must drain my oil every 2,000 to 7,500 miles? 

A. Because the manufacturer realizes the damaging effect that dirty oil has on the critical 
parts of your engine. Even though your car has a factory-installed filter, you must drain 
your oil periodically. Why? Because it's dirty! The cost of an average oil and filter change 
today is more than $25. When you hand the service-station attendant $25, you know 
then and there that in 2,000 to 7,500 miles, you will be back to hand him another $25 for 
another oil and filter change. This money literally goes down the drain. 

What you may not realize is that when you start your car to leave, all that clean oil has to 
do is splash around in your dirty crankcase, and you drive home with dirty oil. The longer 
you drive, the dirtier it gets, causing excess wear on the engine. 

The fact that the auto manufacturer specifies that you must drain your oil is an indirect 
admission that the filter has not kept it clean. If the standard factory filter did an 
efficient job of filtration, all the abrasive sludge would be trapped in the filter element, 
and only clean oil would circulate through your engine. 

	

Q. 	Don't modern detergent oils have additives that keep oil clean? 

A. No. All modern high-detergent oils contain a number of additives, but not one is 
designed to keep oil clean. Additives are used to keep dirt dispersed in the oil so it won't 
settle, but it will still circulate through your car's lubrication system. Any qualified 
mechanic will tell you that the thin film of oil between closely fitted moving parts is the 
most important factor in preventing engine wear and reducing friction. Any dirt present 
in this thin film can cause wear on your engine. 

One major oil company claims that it can hold more than a pound of dirt in suspension. 
Wouldn't you rather get the dirt out than have it circulate through the engine? Racing 







































The 
Unbelievable is 

Now Available! 

The Anti-Friction 
Metal Conditioner 

What is an anti-friction metal conditioner? 
• A coefficient to maintain oil viscosity in engine crankcase 

• A coefficient for removing heat from metal, thereby preserving engine life and metal-

against-metal moving parts 

What does it do? 

• Preserves the strength and the life of steel 

• Creates a smoother surface, eliminating chafing and heat under constant pressure 

What can an anti-friction metal conditioner do for you? 

• Create a smoother metal surface for deep drawing 

• Reduce friction and heat 

• Increase the life of your engine 

• Save you money, especially when used with the Oil Refiner 

How can I use it? 

• Add a small amount to the oil when you change tissue-roll cartridges in your Oil 
Refiner (see chart on reverse side for correct amount). 

+ A few drops on lathe cutting-tool bits, taps, and dies will keep them sharp longer. 

Sold and Distributed By 

Frantz Miracle Products, Inc. 

12337 Delaware Road 
Hickman, California 95323 

(209) 874-2562 



Ratio Chart for 
Anti-Friction Metal 

Conditioner 

Type of Equipment 
Amount of Anti -Friction 	  

Metal Conditioner Needed 	 

All internal-combustion engines with the Oil 
Refiner installed 

2 oz. per quart of oil for the first application; 

thereafter, add 1 oz. to crankcase when tissue-

roll cartridge is changed 

All internal-combustion engines without the Oil 

Refiner installed 
2 oz. per quart of oil each time the crankcase 

is drained and new oil is added 

Automatic transmission 
1/2 oz. per quart of oil each time the crankcase 

is drained and new oil is added 

Manual transmission 2 oz. per quart of oil each time the crankcase 

is drained and new oil is added 

Differentials transfer case 2 oz. per quart of oil each time the crankcase 

is drained and new oil is added 

Differentials transfer case 4 oz. per quart of oil each time the crankcase 

is drained and new oil is added 

Power steering (normal size) 2 oz. (one application only) 

Power steering (large) 3 oz. (one application only) 

Hydraulics (normal duty) 2 oz. per gallon of oil each time the reservoir is 

drained and new oil is added 

Hydraulics (maximum duty) 21/2  oz. per gallon of oil each time the reservoir 

is drained and new oil is added 

Note: Each bottle of Frantz Anti-Friction Metal Conditioner holds three ounces. For one ounce, pour 

out one-third of the contents. For two ounces, pour out two-thirds of the contents; the 

amount remaining will be one ounce. This product is non-flammable. 

Price: $6.00 per three-ounce bottle 

CAUTION: Do not use in Posi-trac or limited slip differentials. 

Do not add A-F to new engines until the rings are seated in (4,000-5,000 miles). 

More 


